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Der Verdampfungs-Lichtstreudetektor ZAM 3000
ist ein universell einsetzbarer Detektor für die HPLC. Er wird 
in der Regel zur Analyse von Substanzen eingesetzt, die 
über keine UV-Absorbtion verfügen, mit einem isokratischen
Laufmittel nicht getrennt werden können und somit auch mit 
einem Brechungsindex-Detektor nicht detektierbar sind, da 
eine Gradientenelution hierbei nicht durchgeführt werden 
kann. Das Elutionsmittel muß vollständig zu verdampfen 
sein..
Im Gegensatz zu den herkömmlichen ELSD-Detektoren
verfügt der ZAM 3000 über eine vollständig aus Glas 
bestehende Rotationskammer mit Zerstäubungs- und 
Trocknungsbereich. Die Kammer ist dem Detektor mit 
wenigen Handgriffen zu entnehmen und leicht zu
säubern.
Ein Zerstäuber spritzt den Eluenten in einem vor-
gegebenen Winkel in die Rotationskammer ein.
Hierbei erfolgt eine Vorselektion zwischen groben und 
feinen Aerosolen. Während die gröberen Aerosole sich an 
der Wandung abscheiden, werden die feineren Aerosole 
von einem temporiertem Additivgas erfasst in eine 
rotatorische Bahn gebracht und getrocknet. Das Additivgas, 
das über einen Flowcontroller geregelt wird, bestimmt die 
Trocknungszeit im Detektor. Dieses neue,
patentierte Verfahren bietet eine optimale Aufbereitung der
Aerosole, wobei der ZAM3000 im Niedrigtemperaturbereich 
arbeitet.

The Evaporative Lightscattering Detector ZAM 3000
is an universal detector for HPLC. He is used to analyse
components which don‘t have UV absorption, can‘t be
separated with an isocratic solvent and must use a 
gradient elution, which can‘t be used with a Refractive
Index  Detector. Only mobile phases without any buffers
should be used.
In comparison to other ELSD detectors, the ZAM 3000
consists of a rotation chamber with a nebulisation and 
a drying section made from glas.
The chamber can be easily removed from the instrument
and cleaned.
Description of operation:
The solvent containing the components is nebulized
into aerosols and sprayed into the rotationchamber at a
given angle. In doing so, there is a selection between
smaller and larger aerosols, at which the larger ones
are flowing along the wall to a waste outlet and the
smaller aerosols are picked up by an additional gas 
(which can be heated) and forced within a rotary
movement, where the aerosols are dried. The amount of 
additional gas, which is set by a flowcontroller,
determines the drying time of the aerosols. This is a new
Method (Patent pending) to optimize the handling of the
Aerosols and the work within a low temperature mode.
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Light Source Tungsten Lamp

Detector Photomultiplier

Temperature Range Ambient to 70°C

Gas Flow for Nebulizer less than 1 L/min
Gas Flow for additional rotatory Drying Gas less than 2 L/min

Gasflow depends on different Nebulizers which can be used within different rotation chambers.
For the fully design of gas flow, heating of the gas and the design of the rotation chamber
patent is pending.

Gas Flow controlls through built-in flow controller for
the additional drying gas ( computer and 
manual control )

EPC (Electronic Pressure Control) for
the Nebulization gas

Outputs Analog Output   0 to 5 Volt
RS-232

Inputs Autozero
Start

Powerdown Mode Gas shut – off
Lamp shut – off
Heating – shut off
Photomultiplier – shut off

Error Code for Gas flow
Heating
Lamp failure
Photomultiplier failure

Instrument Control Keyboard and RS232

Display Four Line LCD

Power 100 V / 60Hz  - 240V / 50Hz

Dimensions 27 x 50 x 47 cm (w x h x d)

Weight 18 kg


